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Panasonic KX-UDT111 Standard Business DECT phone

Product Name: Panasonic KX-UDT111 Standard Business DECT phone

Manufacturer: Panasonic

Model Number: KX-UDT111UK

Panasonic KX-UDT111 Standard Business DECT phone
The Panasonic KX-UDT111 Standard Business DECT phone offers high-quality business
communications, with simple installation, configuration and maintenance.
Panasonic KX-UDT111 Key Features

ï¿½ Designed for use with Broadsoft Broadworks, Asterisk and SwitchVox systems
ï¿½ High Definition &ldquo;HD&rdquo; Audio (G.722)
ï¿½ 500 entries Phonebook
ï¿½ LCD Display Size/Type 1.8 inch, 65000 colour TFT
ï¿½ LCD Display Size/Type 1.8 inch, 65000 colour TFT
ï¿½ LCD Display format 6 lines
ï¿½ Brightness setting 6 levels
ï¿½ Backlight Yes

Simple ConfigurationPhonebook entries for the handsets can be edited using a simple PC
interface, with changes and updates sent &lsquo;over the air&rsquo;. With 5 numbers stored per
contact, you can be sure that it&rsquo;s easy to keep all your contact details up to date and
organized.Audio QualityPanasonic considers high voice quality to be paramount &ndash; to
ensure your message is understood. in common with our other SIP terminals, the new range of
SIP-based DECT devices offers superb HD voice quality, using the G.722 wideband codec, for
crystal clear call quality. Enhanced radio systems keep call quality clear even at the extremes of
cell coverage, thanks to Panasonic&rsquo;s enhanced voice processing technology. Performance
in noisy environments is also improved &ndash; ambient noise is intelligently detected and
reduced, giving optimum performance in areas subject to high background noise levels. Automatic
volume control is also included to enhance intelligibility.Multi-zone SIP based DECTThe ability to
handover calls seamlessly between DECT cells gives you the freedom to move anywhere in the
organisation, staying in touch all the while &ndash; moving between cells in the same air sync
group is completely transparent.

Panasonic KX-UDT111 Technical Specifications
Power

ï¿½ Rechargeable Battery AAA NiMH, 700mAh, 2 cells
ï¿½ Battery Life Talk Time Approximately 11 hours
ï¿½ Standby 200h
ï¿½ Charge time 7 hours

Indicators

ï¿½ Menu driven user interface Yes
ï¿½ Line Status Yes
ï¿½ Message waiting indicator LCD Icon

Keys

ï¿½ Soft Keys 3
ï¿½ Talk / speaker phone key Yes
ï¿½ 4 direction 'nav' key + enter Yes
ï¿½ Talk / Speaker Phone key Yes
ï¿½ Hold / Message key Yes
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Voice Codecs

ï¿½ G.722
ï¿½ G.711 (u-law, a-law)
ï¿½ G.729a
ï¿½ G.726

Hands Free Speakerphone

ï¿½ HD speakerphone
ï¿½ Volume Control
ï¿½ Mute
ï¿½ Full Duplex

Operating Conditions

ï¿½ Temperature 0C &ndash; 40C

Ring Tone Control

ï¿½ Vibrate
ï¿½ Ringtone Selection
ï¿½ Ring Volume Level
ï¿½ Ring tone based on caller
ï¿½ Ringtone based on SIP signalling

Phone Features

ï¿½ 4 Multiple Registration Support
ï¿½ Phone Book 500 entries
ï¿½ Import/export to TSV
ï¿½ Call Log Incoming: 20 entries Outgoing: 20 entries
ï¿½ Outgoing: 20 entries
ï¿½ Redial
ï¿½ Do Not Disturb (DND)
ï¿½ Anonymous Call (CLIR)
ï¿½ Anonymous Call Rejection
ï¿½ Calling party ID
ï¿½ Call Rejection (manual)
ï¿½ DTMF dialling during call
ï¿½ 3 way conference
ï¿½ Attended transfer
ï¿½ Blind Transfer
ï¿½ Call Hold
ï¿½ Call Forwarding
ï¿½ Call Waiting
ï¿½ Voicemail Access
ï¿½ Flash Hook
ï¿½ Auto Answer
ï¿½ One Touch Dial
ï¿½ Key Lock
ï¿½ Automatic Key Lock
ï¿½ Range Alarm
ï¿½ Headset 2.5mm socket 2.5mm socket
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Price: Â£94.60
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