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Product Name: Yealink UH37 Dual Professional USB Headset
Manufacturer: Yealink
Model Number: UH37 DUAL TEAMS

Yealink UH37 Dual Professional USB Headset (UH37-Dual-Teams)

The Yealink UH37 is a high-quality headset that connects to your computer via a USB cable. It
has a 35mm speaker and impressive stereo sound that enhances your audio experience when
making calls or listening to music. With the dual microphone's noise reduction technology, your
conversations will be clearer, and the oval ear cushions made of noise-isolating foam provide
excellent passive noise cancellation.

Yealink UH37 Headset Key Features

i¢ Y2 Professional USB wired headset

¢ Y2 35mm speaker with excellent stereo sound

¢ Y2 Dual microphone noise reduction technology

¢ Y2 Noise-isolating foam oval ear cushions

¢ % Skin-friendly leather headband and ear cushions

i¢ Y2 Compatible with major UC platforms and Yealink IP

This headset is very lightweight and comfortable to wear all day long, thanks to its skin-friendly
leather headband and ear cushions. It's perfect for those who work remotely, whether in an office
or at home, and helps increase productivity by allowing you to focus on your work. The UH37 is
compatible with major UC platforms and can be integrated natively with Yealink IP for seamless
performance.

Yealink UH37 Headset - Technical Specifications

Main Features

i¢ Y2 Plug-and-play USB connectivity to Yealink IP phones
i¢¥2 HD Voice/Wideband speaker performance

i¢ Y2 35mm speaker with noise-canceling microphones

¢ Y2 ActiveProtection technology for acoustic injury

i¢ Y2 Integrated LED indicator, warning tone, and music control
i¢ Y2 300&deg; bendable boom arm for easy adjustment

General

i¢%2 Headset cable length: 1.2m

i¢ Y2 Supported operating systems: Microsoft Windowsé&reg;, Apple Mac OS
¢ % Color: Black

¢ Y2 Weight: UH37 Mono: 96.5g / UH37 Dual: 139.5¢g

i¢ Y2 Operating temperature: -10&deg;C to +50&deg;C

Microphone

¢, % Microphone quantity: 2

i¢ %2 Microphone frequency response range: 100 Hz-10kHz
¢ % Microphone type: ECM

¢ Y2 Microphone bandwidth: Wideband

¢ %2 Microphone sensitivity: -44.0 dB re. 1 V/Pa

Speaker

¢ %2 Speaker size: 35mm
¢ % Speaker sensitivity: 109 dB SPL @ 1 kHz, 179 mV
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¢ %2 Speaker frequency response range: 20 Hz-20 kHz
i¢ Y2 Speaker impedance: 32+/-4.8&0mega;, @ 1.0 kHz
¢ % Speaker input power: Normal 10 mW, Max. 30 mW
i¢ Y2 Speaker bandwidth: Wideband

Easy Call Management

i¢ Y2 Answer/End/Reject/Hold a call

i¢¥2 Volume up/down and microphone mute

i¢ Y2 Redial last outgoing call

Package Features

i¢ Y2 Package contents: UH37 Mono/Dual Headset, Carrying Case, Quick Start Guide

Price: A£40.90
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