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Product Name: Jabra Biz 2300 Mono, NC Corded Headset
Manufacturer: Jabra
Model Number: 2303-820-104

Jabra Biz 2300 Mono, NC Corded Headset

The Jabra Biz 2300 Mono is an investment in world-class sound, high user satisfaction and
competitive total cost of ownership.

Jabra Biz 2300 Key Features

i¢ Y2 Breath Resistant microphone with noise cancellation

¢ Y2 Reinforced cord and programmable buttons for USB variant

¢ %2 20% lighter than competitors with padded ear cushions and 360&deg; flexible spin boom arm
i¢ %2 All-day wearing comfort

Crystal-clear sound

Your knowledge workers are your brand&rsquo;s front line. Jabra Biz 2300 will ensure every
conversation becomes a great brand experience. Jabra Biz 2300 features HD Voice/Wideband
speaker performance and best-in-class noise cancellation.

Superior Comfort

The Jabra Biz 2300 blends light-weight yet durable construction with an unobtrusive, professional
Scandinavian design aesthetic. The Jabra Biz 2300 works hard, looks great and is designed for
easy daily handling. It is a headset built to be comfortable all day long.

Advanced Build

Jabra Biz 2300 is built with total cost of ownership in mind. Beside 360&#730; degree rotating
break proof boom arm and reinforced cord, Jabra Biz 2300 is built to withstand the everyday life of
a highperforming environment.

Easy to deploy and manage

Jabra Biz 2300 headsets are optimized for use with all leading desk phone systems and Unified
Communications platforms. Jabra Xpress enables you to easily configure all of your
company&rsquo;s audio devices from one central point.

Jabra Biz 2300 Technical Specifications

General

i¢ Y2 Connectivity &ndash; number of devices 1/desk phone
¢ %2 User sound protection (PeakStopTM, Noise@Work, Acoustic Shock, G616 compliant): Yes
i¢ Y2 Digital Signal Processing: No

i¢ Y Breath-resistant microphone: Yes

i¢ Y2 Noise cancelling microphone:Yes

i¢ %2 Microphone (G-MOS, Tx, CC):4.3

i¢ Y2 Speaker (wideband/up to khz): 6.8

i¢ Y2 Adjustable boom arm: 360 degrees

¢, % Flexible boom arm: Yes

¢, %2 USB-controller: No

1¢,% Ear cushions: Foam and leatherette

¢ %2 Wearing styles: Headband, earhook4 neckband4

i¢ Y2 Headset weight (g): 68

i¢¥2 Cord length (cm): 107.5

Audio
i¢ Y2 User sound protection: PeakStopTM 118 dBA SPL (RMS)
¢ Y2 Speaker size: Mono: &0slash; 28 x 7,8mm Duo: 2pcs &0Oslash; 28 x 7,8mm

¢ %2 Speaker Max input power: 20mwW
i¢ Y2 Speaker sensitivity: Mono: 99 dB &plusmn;3dB Duo: 101 dB &plusmn;3dB
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i¢ Y2 Speaker impedance: Mono: 300 &0Omega;&plusmn;15%/1kHz/1.0V QD WB Duo:
150&0mega;&plusmn;15%/1kHz/1.0V QD WB

¢ %2 Speaker frequency range: 150Hz &ndash; 4500Hz

¢ Y2 Speaker bandwidth music mode: 150Hz &ndash; 4500Hz

i¢ Y2 Speaker bandwidth speak mode: 150Hz &ndash; 4500Hz

¢ %2 Microphone type: Noise cancelling Uni-Directional

¢ % Microphone sensitivity: -30 dB V/Pa &plusmn;2dB, Pin=1Pa, 0dB=1V/Pa

i¢ Y2 Microphone frequency range: 100Hz &ndash; 10000Hz

¢, %2 Microphone bandwith: 100Hz &ndash; 10000Hz

¢ %2 Microphone power consumption: Current consumption 70-150&mu;A@RL=3.9k, Vs=3.0V
¢ Y2 Power consumption: N/A

i¢, % Certifications: CE, FCC, UL, cUL,EAC, RCM, KCC, RoHS, REACH

Ease of use

1¢,% Intuitive call control unit: No

Fit and Comfort

¢, % Headset form factor: Headband

i¢¥2 Boom arm adjustable: 360&deg;

i¢¥2 Boom arm flexible: Yes

¢ % Ear cushions: Foam and leatherette
Connectivity

i¢ Y2 Connectivity: Desk phone

1¢¥2 Connection (mini jack, USB, etc): QD
i¢ Y2 Operating range (cord length): 107.5cm

i¢ Y2 Cable type: Shielded
i¢ Y2 Headset bandwidth: Hybrid wideband speaker for QD (up to 4500Hz)

Please Enquire
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