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Jabra Engage 65 Mono Wireless Headset (9553-553-117)

Product Name: Jabra Engage 65 Mono Wireless Headset (9553-553-117)

Manufacturer: Jabra

Model Number: 9553-553-117

Jabra Engage 65 Mono Wireless Headset (9553-553-117)
The Jabra Engage 65 Mono is an entirely new class  of DECT wireless professional headsets 
engineered to boost customer satisfaction.
Jabra Engage 65 Mono Key Features

ï¿½  Up to 150m/490ft range
ï¿½ 3x wireless density 
ï¿½ Advanced noise-cancelling microphone
ï¿½ Enhanced speakers with intelligent volume control 
ï¿½ Up to 13 hours talk time
ï¿½ Integrated busylight
ï¿½ Connect up to 2 devices

 Industry-leading professional wireless performance.  Better customer connections.
Provides superior wireless connectivity to a range of up to  150m/490ft. Enables 3x more users to
operate in the same  office space &ndash; with no loss in connection quality.
Crystal-clear calls. Enhance the customer experience.
Advanced noise-cancelling microphone and enhanced speakers  deliver crystal-clear calls even in
noisy offices. Meets Skype for  Business Open Office requirements.
More talk time, less interruption.
Increase productivity.  Up to 13 hours talk time3   and a busylight that acts as a do-notdisturb sign
for colleagues.
Increase availability for calls. 
Connect to up to two devices simultaneously. Can connect to  1 USB device (softphone or desk
phone) and 1 analog phone.
Choice of wearing styles. 
Support different workstyles.  With stereo, mono and lightest-in-category convertible models, 
there&rsquo;s a Jabra Engage for everyone.
Jabra Engage 65 Mono Technical Specifications
Audio

ï¿½ Speaker size: &Oslash; 28 x 3.9mm
ï¿½ Speaker Max output power : &lt;118 dBSPL(A)
ï¿½ Speaker Frequency Range: 40Hz-16kHz
ï¿½ Speaker bandwidth music mode: 40Hz-16kHz
ï¿½ Speaker bandwidth speak mode: 150 - 6.800Hz
ï¿½ Microphone type: Dual Microphone - ECM Uni-Directional and  Analog MEMS system
ï¿½ Microphone frequency range: 100Hz-10KHz
ï¿½ Certifications: CE, CB, FCC, IC, NOM, NTC, EAC, PSB, ICASA, TELEC, SIRIM, ACMA, NZ
Telepermit, UL 

Ease of Use

ï¿½ Intuitive audio control Answer/end call - reject call - volume control 
ï¿½ Voice/Mute: Yes 
ï¿½ Busylight: Integrated red light on the microphone tip and the headset, activated when on a
call or manually by the user when busy, to act as a &ldquo;do  not disturb&rdquo; signal
(Convertible model has busylight on earcup only).

Fit and comfort
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ï¿½ Headset form factor: Headband  (neckband as accessory)
ï¿½ Neckband: Optional 

Battery

ï¿½ Talk time (up to / hours): 13
ï¿½ Standby time: 52 (improves with use of power nap feature)
ï¿½ Charging time: 90 min
ï¿½ AC power supply: Yes
ï¿½ Power consumption: 7.5V/650mA
ï¿½ Battery status % after 30 min/60 min: 40% after 30 min and 80% after 60 min

Connectivity

ï¿½ Connectivity: Desk phone &amp; softphone (PC)
ï¿½ Connection (mini jack, USB, etc): Micro USB, RJ-9 for handset, RJ-9 for desk phone audio,
RJ-45 for AUX
ï¿½ DECT device: Yes
ï¿½ NFC: No
ï¿½ Bluetooth&reg; device: No
ï¿½ Operating range (up to): 150m/490ft 
ï¿½ Headset bandwidth: Narrowband and wideband.  Optimized for music (when not in call)

General

ï¿½ Box Content: Headset, base, power supply, USB cable,  desk phone cable, documentation, 
Quick start guide
ï¿½ Packaging dimensions (L x W x H): Unit box: 147 x 190 x 93mm
ï¿½ Master Carton Dimensions: 395 x 300 x 206mm
ï¿½ Main unit dimension (W x D x H): Base: 93 x 90 x 106mm  Headset: 141 x 32 x 169mm
ï¿½ Weight (incl main wearing style): Base: 203g  Headset: 57g
ï¿½ Battery included: Yes/exchangeable
ï¿½ Security: DECT Security Step C &amp; using FIPS approved algorithms for key generation,
payload encryption and authentication
ï¿½ Warranty: North America: 1 year limited warranty  Europe/APAC: 2 year limited warrant
ï¿½ Operating temperature: -10&deg;C to +55&deg;C (non condensing)
ï¿½ Storage temperature: -5&deg;C to +45&deg;C (non condensing)
ï¿½ Charging plug dimensions: &Oslash; 2.35mm

 

Price: £229.20

www.voipon.co.uk | zendesk@voipon.co.uk | Page 2/2

https://www.voipon.co.uk/index.php
mailto:zendesk@voipon.co.uk

