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Product Name: Jabra GN1200 Smart Curly Cable (88011-99)
Manufacturer: Jabra
Model Number: 88011-99

Jabra GN1200 Smart Curly Cable (88011-99)

The Jabra 1200 Smart Lead is a cord interface between a telephone and a Jabra corded headset.
The Jabra Smart lead has 8 possible choices giving compatibility with 90% of the telephones in
use today.

Volume Controls

¢ Y2 Microphone Volume Control
i¢ Y2 Headset Volume Control

DC Voltage

i¢¥2 Maximum Voltage : 10v DC
¢ % Minimum Voltage : 1.6v DC
i¢¥2 Nominal Voltage : 5v DC
1¢,% Maximum Current : 2.5 mA
1¢,% Minimum Current : 280 uA
Characteristics

i¢¥2 AC Output Voltage : 30mV

i¢¥2 Preamp on

1¢,% Insertion Gain : 11.5dB Nom Min 10.5dB : Max 12.5dB
i¢ % Bias Voltage : 1.58v DC Nom , Min 1.53v DC : Max 1.76v DC
i¢ Y2 Preamp Out

i¢ %2 Bias Voltage : 1.49v DC Nom, Min 1.38v DC : Max 1.71v DC
i¢ Y2 Microphone input

Price: A£20.20
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