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DrayTek Vigor 2866 AC G.Fast VPN Router with AC1300
Wireless (V2866AC-K)

Product Name: DrayTek Vigor 2866 AC G.Fast VPN Router with AC1300 Wireless (V2866AC-K)

Manufacturer: -

Model Number: V2866AC-K

Please Note: This product has been discontinued. We recommend this alternative.

DrayTek Vigor 2866 AC G.Fast VPN Router with AC1300 Wireless (V2866AC-K)
The Vigor 2866 is a G.fast, VDSL2/ADSL2+, and Ethernet WAN router with VPN, advanced
routing capabilities, firewall, content filtering, bandwidth management, and other features. With its
integrated G.fast and VDSL modem, the Vigor 2866 can connect to Superfast Fibre.
Connect to VirginMedia Cable and Ultrafast FTTP with Ethernet WAN, or connect to VirginMedia
Cable and Ultrafast FTTP with Ethernet WAN. Suitable for managing Fibre to the Premises
(FTTP) and Gigabit Internet connections, with high throughput, load balancing, and failover
connectivity. Hardware Accelerated throughput of up to 950Mbps per-WAN is available while
retaining its full feature set.
DrayTek V2866 Key Features

ï¿½ G.fast (Ultrafast Fibre), VDSL2 (Superfast Fibre), ADSL and Ethernet Router
ï¿½ Multi-WAN Gigabit Performance Router with Load-Balancing &amp; Failover
ï¿½ Up to 950Mbps Firewall Throughput for Ethernet WAN
ï¿½ 5+1 Gigabit RJ-45 LAN Ports
ï¿½ Up to 800Mbps VPN Throughput with IPsec acceleration
ï¿½ 32 LAN-to-LAN &amp; Remote Teleworker VPN Tunnels
ï¿½ 16 DrayTek SSL VPN or OpenVPN Tunnels
ï¿½ AC1300 - 11ac "Wave 2" Dual Band Wireless with Mesh ("ac" models)
ï¿½ 8 LAN Subnets with VLANs (Port-based / 802.1q)
ï¿½ SPI Firewall and Content Filtering
ï¿½ Optional VigorCare Available
ï¿½ Compatible with VigorACS central management platform

Perfect SMB VPN Router
VPN (Virtual Private Networking) capabilities are a key feature of DrayTek routers. You can use a
VPN to connect remote offices and branch offices to HQ, as well as home-based/mobile
teleworkers to your workplace. With 300 Mbps typical IPsec VPN throughput and up to 50
continuously active VPN tunnels, the Vigor 2866 is an excellent VPN router.
IPsec Hardware Acceleration improves performance by up to 800 Mbps for up to 16 VPN tunnels,
allowing safe encrypted tunnels between sites to take advantage of high-speed Internet
connections. It can connect to VPN services, connect remote offices, and handle connections
from all types of VPN clients because it supports all common industry standard VPN protocols.
DrayTek's SSL VPN and L2TP for both LAN to LAN and Dial-In teleworker VPNs support IPsec
IKEv1 and IKEv2 protocols with EAP and XAuth authentication. Teleworkers can also use
OpenVPN to connect to the router.
The router's web interface is used to manage user accounts for Dial-In Teleworkers, with mOTP
2-factor authentication provided for IPsec, L2TP, and SSL VPN Teleworker connections.
Alternatively, your Active Directory (LDAP), RADIUS, or TACACS+ server can be used to
authenticate Dial-In Teleworker connections.
Connect VPNs from Behind NAT
DrayTek's new VPN Matcher service allows Dial-In Teleworkers to connect to DrayTek routers
behind NAT, or connect two DrayTek VPN routers that would otherwise be unable to establish a
VPN tunnel.
Connect Remote Sites with LAN to LAN VPN
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The Vigor 2866 series, which supports up to 32 continuously active VPN tunnels, is perfect for
linking several sites or home offices with fast and secure IPsec VPN tunnels. Once connected,
users enjoy secure encrypted access to your office/remote resources, including remote desktop,
file sharing, and seamless access to other resources and devices.
5+1 Gigabit LAN Ports with VLANS
Up to 6 Gigabit LAN ports are available on the Vigor 2866 series for wired connections to
computers, servers, and network attached storage. The Vigor 2866 can connect up to 6 devices
directly with a single Ethernet WAN setup, or 5 devices with a dual Ethernet WAN configuration,
thanks to its 5 dedicated LAN ports and one flexible LAN/WAN connector.
The Vigor 2866 can manage up to 8 different networks using several LAN subnets and VLANs.
For example, an internal network with a second network for visitors to use that is fully independent
from the private network. Content Filtering, Firewall, Quality of Service, and Route Policy are all
applied to each network.
The router supports full 802.1Q VLAN tagging, allowing these subnets to be transmitted to other
VLAN-capable devices, such as the DrayTek VigorSwitch G1080 8-port switch, for additional
network ports. The Wireless LAN is also connected to these VLANs, allowing for the creation of
Guest and Private networks with the use of various wireless SSIDs. Alternatively, a DrayTek
VigorAP wireless access point, such as the VigorAP 903, can be used to achieve the same goal,
spanning the router's own wifi as well as any other wireless APs connected to it.
Designed for Central Management
The VigorACS central management platform can manage the Vigor 2866 series (as well as most
other DrayTek routers, access points, and switches). This scalable solution gives you complete
access, management, and reporting over your entire DrayTek product estate, making it great for
dealers/SIs managing customers' devices or any user who wants to know what's going on with
theirs. VigorACS additionally has capabilities such as automated/bulk firmware updates, VPN
management, and connectivity and other issue alarms.
View the datasheet for more information.
DrayTek V2866  - Technical Specifications 
Network, Connectivity &amp; Ports

ï¿½ Form-Factor: Desktop
ï¿½ Device Type: Router
ï¿½ Compatible Internet Connections: ADSL 2+ / VDSL 2
ï¿½ Network Connectivity: 10/100/1000
ï¿½ Network Ports: 5 x RJ45 10/100/1000 (Gigabit) BaseT for LAN / 1 x RJ45 10/100/1000
(Gigabit) BaseT for LAN/WAN
ï¿½ Other Connectors: 1 x RJ-11 / 2 x USB 2.0
ï¿½ Total LAN Connections: 6
ï¿½ Total WAN Connections: 2

Wireless

ï¿½ Wireless Protocols: IPv4 / IPv6
ï¿½ Frequency: 2.4 GHz / 5 GHz

www.voipon.co.uk | zendesk@voipon.co.uk | Page 2/3

https://www.voipon.co.uk/index.php
mailto:zendesk@voipon.co.uk


Created on: Tuesday 24 March, 2026 

DrayTek Vigor 2866 AC G.Fast VPN Router with AC1300
Wireless (V2866AC-K)

Core Features

ï¿½ Features: 802.1q VLAN Tagging / BGP / DHCP Server / DNSSEC Support / Dual WAN Fail
Over/Fail Back/Load Balance / DynDNS / Firewall/NAT / Guest Network / Internal RADIUS Server
/ LDAP / Client / Load Balance / Monitoring Tools / RIP V2 / TACACS+ Client / Traffic
Monitor/Quality of Service (QoS) / VPN Client(PPTP/L2TP/Open VPN)
ï¿½ LED Indicators: 2 x USB LED / 1 x WAN Activity LED
ï¿½ Buttons: 1 x Reset Button 
ï¿½ PSU Type: External

Security &amp; VPN

ï¿½ Security Protocols: 128-bit AES / 3DES / Access Control / Captive Portal Authentication /
DES / DHCP server/client / Domain Filter / DoS protection / Guest Network / MPPE / SPI Firewall /
TR-069
ï¿½ Firewall/NAT: Yes
ï¿½ Management: Configuration backup and restore / SSH / System Event Log / Telnet

Physical Specifications

ï¿½ Dimensions: 241 x 44 x 165 mm (WxHxD)

Price: Â£330.90
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